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SAFETY WARNINGS

Observe your local health and safety 
guidelines. Ensure a safe working 
environment. Wear appropriate 
protective gear. Deviating from the 
prescribed order may result in injury or 
damage to the products.

TOOLS

• HEX 13
• Tools of the linked procedures

CONSUMABLES

• Grease
• Consumables of the linked procedures

OPERATION TIME

30 Minutes
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REMOVAL  

WARNING

Before proceeding with any work on the 
bike, make sure it is turned off and the 
charger disconnected.

1 Remove front spoiler. Refer to: 

01.007.01

Remove and install the spoiler  
assembly ↗.

2 Remove rear fender. Refer to: 

01.011.01

Remove and install the rear fender ↗.

3 Loosen shock top bolt mount.
4 Remove the shock’s bottom lock nut.
5 Remove the top lock nut and bolt.
6 Remove the bottom bolt.
7 Remove shock from the bike.
8 Ensure the subframe rests in the 

subframe slots.

https://s3-stark-prod-public.s3.eu-west-1.amazonaws.com/technical_documents/01.007.01_EN.pdf
https://s3-stark-prod-public.s3.eu-west-1.amazonaws.com/technical_documents/01.007.01_EN.pdf
https://s3-stark-prod-public.s3.eu-west-1.amazonaws.com/technical_documents/01.011.01_EN.pdf
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INSTALLATION  

WARNING

Before proceeding with any work on the 
bike, make sure it is turned off and the 
charger disconnected.

1 Push subframe out of the way  
and hold it.

2 Hold the shock in place.
3 Clean and grease the shock  

bolts with lithuim grease.
4 Insert the top bolt and nut.
5 Aling the bottom bolt housing 

moving the rear wheel up and down.
6 Insert the bottom bolt and nut.
7 Place the bike on the ground to let  

it rest on it’s weight.
8 Tighten the top shock nut to 40Nm.
9 Tighten the bottom shock nut  

to 40Nm.
10 Place the bike on the center stand.
11 Install the rear fender. Refer to: 

01.011.01

Remove and install the rear fender ↗.

https://s3-stark-prod-public.s3.eu-west-1.amazonaws.com/technical_documents/01.011.01_EN.pdf
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12  Install spoiler assembly. Refer to: 

01.007.01

Remove and install the spoiler  
assembly ↗.

WARNING

Check brakes operation before 
operating the bike.

https://s3-stark-prod-public.s3.eu-west-1.amazonaws.com/technical_documents/01.007.01_EN.pdf
https://s3-stark-prod-public.s3.eu-west-1.amazonaws.com/technical_documents/01.007.01_EN.pdf
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